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Note: This Remediation Protocol is based on a limited investigation of conditions existing
at the time of the site inspection. The extent of water damage and/or fungal contamination
and infestation has not been fully delineated. The remediation Protocol presented here
addresses known or suspected problem areas. The Protocol can be expected to change
as new information is obtained before or during remediation and repairs.

The moldcontaminationcovered bythis Protocolisfora house withat least twocontiguous
contaminationareas and a separate, thirdarea. The moldcontaminationprobablyaffects
surface areas of more than 25 contiguoussquare feet. Therefore, the moldassessment
and remediationwork is requiredto be performedby persons and companies licensed by
the State under the Texas MoldAssessment and Remediation Rules.

Conditions that caused excessive moisture and mold growth on affected materials,
apparently twoplumbingleaks, have apparently been repaired. However,areas withwater
damage and mold growth were apparently not remediated.

Mold-contaminated materials will be remediated by removal or cleaning of all directly
affected building materials and by cleaning of some contents that were likely indirectly
affected.

RECOMMENDED REMEDIATION ACTIVITIES

In general, the procedures in AttachmentA should be implementedas applicableby the
remediationcontractor and as specifiedin this Plan.Some items in AttachmentsA and B
do not apply to this project.

Summary

Waterdamageand moldgrowthare presentonwallsandflooring surroundingthe left front
cornerof the Master Closet.Moreminordamageis alsopresentat the lowercornersof the
window sill in the Master Bedroom. Structural, mold remediation should include the
following areas:

a.
b.
c.
d.

Master Closet lower walls (partial) and flooring
Utility Room lower walls (partial) at Master Closet and Bathroom 2
Bathroom 2 lower walls (as needed)
Master Bedroom lower walls (partial) at window

Contents and surfaces in the impacted rooms will also be cleaned.
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Damaged areas will be remediated by removal of specified contaminated porous building
material, such as sheetrock and flooring, and treatment of contaminated semi-porous
materials such as wood and concrete. Wall cavities will be inspected, remediated/cleaned,
and dried. An estimate of the quantity of removal or treatment is provided below in Table
R-1. The materials are also depicted on Figure R-1.

TABLE R-1 - SUMMARY OF QUANTITIESOF INTERIORMATERIALS TO BE
REMEDIA TED

Authorized:
R-3

Room/Area Component Quantity Process

Utility Room Walls-sheetrock 40 sq. ft. (partial), in left Remove/dispose (1)
rear comer

Walls-baseboard 10 linear feet (partial) Remove/dispose (2)

Master Closet Walls-sheetrock 32 sq. f1. (partial), in left Remove/dispose (1)
front corner

Walls-baseboard 8 linear feet (partial) Remove/dispose (2)

Flooring-carpeting 30 sq. f1. (all) Remove/dispose (3)

Master Bedroom Walls-sheetrock 24 sq. ft. (partial) at Remove/dispose (1)
window

Walls-baseboard 14 linear ft. (partial) Remove/dispose (2)

Master Bathroom Contents only All Clean (4)

Notes:
(1) Sheetrock will be removed from floor to four feetisillievel and disposed. Window sill will be
removed. Insulation in that space will be discarded. Adjacent wall finishes visible from the
exposed cavities will be inspected. Framing will be cleaned.
(2) Remove and dispose on affected walls.
(3) Remove and dispose carpet, pads, and stained tackboards. Clean, disinfect, and dry slab.
(4) HEPA-vacuum, wipe with disinfectant, and/or launder/dry clean as appropriate. Package and
move to a dean room or to offsite temporary living area as appropriate.
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Remediation in each Area

Containment

The mold-contaminated areas inside the residence will be remediated under full
containment,whichwill encompass the followingareas:

.

.

.

.

Master Bedroom
Master Closet
Master Bathroom
Utility Room

If necessary, the containment will be extended to include Bathroom 2.

Containment will be achieved using a single layer of polyethylene sheeting over temporary
framing (where necessary). Walls, and ceilings that will not be removed will serve as critical
barriers without covering and will be cleaned thoroughly after remediation. Wall and ceiling
openings (electrical outlets, light fixture boxes, etc.) will be sealed. Any flooring that will not
be removed will be protected with padding and polyethylene sheeting.

Two or more decontaminationunits, with at least two chambers, for entry and egress of
personnel and materialswill be required. Negativeair pressurizationwith makeup from
outside the residenceand discharge through HEPA-filtersto the outsidewill be required
to control air movement.Air scrubberswill be used to control levelsof dust in the house.
Makeup and exhaustair locations must be chosen to achieve air movementthrough all
areas. Dehumidifierswill be used to control relativehumidity.

Removal and Treatment of Materials

Utility Room

1. Establish containment, as specified. This containment can be considered to be
continuous with that in the Master Closet/Bedroom/Bathroom, because the partition
walls will be partially removed.
Remove all contents ofthe entire room. Clean, package and move to onsite storage
in a clean area.
Discard porous contents with direct water damage, if any.
Remove washer and dryer. Clean inside containment, package and move to an
offsite storage area. Pay special attention to cleaning of motor compartments of
appliances.
Removeand discard all baseboards at walls designated for removal.
Remove and discard wall finishes designated for removal. Extend removals as
necessary so that removals are at least two feet beyond all visible damage.

2.

3.
4.

5.
6.
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7.
8.

Remove and discard insulation within exposed wall cavities.
Evaluate the exposed structural wood and sheathing as specified in Attachment A.
Remove all wood with significant damage and provide thorough cleaning and drying
of all other exposed wood, followed by sealing. Do not remove structural members
without adequate bracing, as directed by a professional engineer.
Evaluate the adjacent walls from the exposed wall cavities and plan additional
remediation as necessary, including remediation of exterior sheathing.
Clean, disinfect, and dry subfloor or concrete where flooring was removed.
Leave the containment in place until clearance has been achieved, as determined
by the Licensed Mold Assessment Consultant. Modify negative air pressurization
only at the direction of the Licensed Mold Assessment Consultant.

9.

10.
11.

Master Closet

1.
2.

Establish containment, as specified.
Remove all contents of the entire room. Clean, package and move to onsite storage
in a clean area or to an offsite temporary use area.
Discard porous contents with direct water damage, if any.
Remove and discard all baseboards at walls designated for removal.
Remove and discard all flooring and related materials designated for removal.
Remove and discard wall finishes designated for removal. Extend removals as
necessary so that removals are at least two feet beyond all visible damage.
Remove and discard insulation within exposed wall cavities.
Evaluate the exposed structural wood and sheathing as specified in Attachment A.
Remove all wood with significant damage and provide thorough cleaning and drying
of all other exposed wood, followed by sealing. Do not remove structural members
without adequate bracing, as directed by a professional engineer.
Evaluate the adjacent walls from the exposed wall cavities and plan additional
remediation as necessary, including remediation of exterior sheathing.
Clean, disinfect, and dry subfloor or concrete where flooring was removed.
Leave the containment in place until clearance has been achieved, as determined
by the Licensed Mold Assessment Consultant. Modify negative air pressurization
only at the direction of the Licensed Mold Assessment Consultant.

3.
4.
5.
6.

7.
8.

9.

10.
11.

Master Bedroom

1.
2.

Establish containment, as specified.
Remove all contents ofthe entire room. Clean, package and move to onsite storage
in a clean area or to an offsite temporary use area.
Clean all ceiling fans and exhaust fans in place and cover with plastic sheeting.
Remove and discard all baseboards at walls designated for removal.
Remove and discard wall finishes designated for removal. Begin at floor level and
extend removal about four feet up, including window sill and window returns. Extend

3.
4.
5.
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